SELF PROPELLED

BOOM LIFTS
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MODEL

WORKING HEIGHT

PLATFORM HEIGHT

MAX, WORKING OUTREACH
MAX. CLEARANCE HEIGHT

JIB LENGTH

JIB ARG

PLATFORM SIZE - outside D x E
PLATFORM CAPACITY - maximum
MAX. NO. OF OCCUPANTS
PLATFORM ROTATION

TURRET ROTATION

STOWED HEIGHT A

STOWED LENGTH B

WIDTH C

INSIDE TURNING RADIUS
QUTSIDE TURNING RADIUS
TAILSWING - stowed

DRIVE SPEED - boom stowed, travel
DRIVE SPEED - boom elevated
GRADEABILITY

CYCLE TIME TO FULL HEIGHT
BATTERIES

ENGINE

CONTROLS

SYSTEM VOLTAGE

AIR-FILLED TYRES
POLY-FILLED TYRES

WHEEL BASE F

GROUND CLEARANCE
TOEBOARDS

GUARDRAIL HEIGHT

GROSS WEIGHT

A B 4 6 S

ELECTRIC

16m
14m

8m
7.7m
1.5m
140°

1.75m x 1.0m
227kg
2
140°
360° non-cont.
1.99m
5.43m
1.75m
0.60m
3.0m
0
5.64 km/h
0.8 km/h

30%

106 seconds
8 x 6-V, 350 AH
n/a
Electric Proport’l
48VDC
9.5%16.5 10 ply

optional
1.85m

0.15m

0.15m
1.14m

6,486kg
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BI-ENERGY

16m
14m
am
7.7m
1.5m
140°
1.75m x 1.0m
227kg
2
140°
360° non-cont.
1.99m
5.43m
1.75m
0.60m
3.0m
0
5.64 km/h
0.8 km/h
30%
106 seconds
8 x 6-V, 350 AH
Kubota ZB60O
Electric Proport
48VDC
9.5x 16.5 10 ply
optional
1.85m
0.15m
0.15m
1.14m
6,575Kkg

9 75 6 4.5 3
Working Envelope Dimensions in metres

1.5 0

(Mode! shown AB46 2WD)

ce

This product is available with the CE mark
confirming complience with all relevant
European Machinery Direclives

MANUFACTURED BY

UpRight

cC AT 1 O

2WD DIESEL 4WD RT DIESEL
16m 16.3m
14m 14.3m
8m am
7.7m 7.82m
1.5m 1.5m
140° 140°
1.75m x 1.0m 1.75m x 1.0m
227kg 227kg
2 2
140° 140°
360° non-cont. 360° non-cont.
1.99m 2.13m
5.43m 5.59m
1.75m 2.01m
0.60m 0.9Tm
3.0m 3.66m
0 0
5.64 km/h 7.24 km/h
0.8 km/h 0.8 km/h
30% 40%

106 seconds 106 seconds
n/a n/a
Kubota D905 Deere 3015DF
Electric Proporf'l Electric Proportl
12VDC 12VDC
10x 16.5 8 ply 14x17.5 8 ply
optional optional
1.85m 2.18m
0.15m 0.33m
0.15m 0.15m
1.14m 1.14m
6,414kg 6,650kg

STANDARD FEATURES AL mopELs
1.5m jib with 140 degree action
Multi function variable speed controls
Proportional drive controls
Clamshell platform entry gate
1.75 % 1.0m working platform
140 degree powered platform rotafion
Tilt alarm
Hour meter
RT MODELS ONLY
Four wheel drive
Oscillafing front axle
Wide rough terrain fyres

OPTIONAL EXTRAS
Motion alarm/flashing beacon
Poly-filled fyres
Battery charge indicator (electric models)
Exhaust scrubber (diesel models)
Special paint colours
Spare battery power packs (eleciric models)

UpRight

Pottery Road, Dun Laoire, Ireland.
Tel: +353 1202 4100
Fax: +353 1202 4101

Internet: http://www.uprighteuro.com




