
Trailer Mount

TL38
TL50

Working height up to 17.2m

Working outreach to 8.3m

Two person,
215kg capacity platform

Hydraulic outriggers

Compact travel dimensions

1.2m, 90º jib (TL38)

Hydraulic drive assist
system (TL50)

Automatic levelling
system (TL50)



s tandard featu res
1.2m jib, with 90º working arc (TL38)

90º powered platform rotation (TL50)

Hydraulic outriggers with auto-level (TL50)

Hydraulic drive assist system (TL50)

Automatic reversing and overrun braking

Proportional one-hand controls

Outrigger interlocks with warning alarm
and indicator light

Large, two person platform

Fully automatic on-board charger

24V DC motor and 220 Ah batteries

Line contactor system with AC operation

Hour meter

1 year parts and labour warranty

5 year structural warranty

opt ions
Power line to platform

Flashing beacon

Cycle guards

Special paint colours

Environmental green oil

TL38 TL50

max. working height 13.5m 17.2m

max. platform height 11.5m 15.2m

max. outreach 5.6m 8.3m

clearance height at max. outreach 6.2m 6.4m

platform capacity (SWL) 215kg 215kg

outrigger footprint 3.3m (A) x 3.3m (B) 4.3m(A) x 4.4m(B)

turret rotation (non-continuous) 370º 370˚

platform size (inside guardrails) 0.6m (C) x 1.2m (D) 0.6m (C) x 1.2m (D)

platform rotation n/a 90˚

stowed height E 2.0m 2.0m

towing length F 5.97m 5.97m

towing width G 1.52m 1.60m

weight 1,468kg 2,150kg

control system one-hand proportional controls operating energy
efficient motor control system

power source 24V DC, 4 x 6V 220 Ah Batteries

TL38/50 trailer mount specifications

manufactured by
This product is available with the CE mark
confirming compliance with all relevant
European Machinery Directivesw w w . u p r i g h t . c o m

Vigo Centre, Birtley Road, Washington,

Tyne & Wear, NE38 9DA, U.K.

Sales Tel: +44 (0) 845 1550 057 • Spare Parts Tel: +44 (0) 845 1550 058
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Spezifikationen können ohne vorherige Ankündigung geändert werden. Die hier abgebildeten Fotos und Diagramme
dienen nur der Werbung. Beziehen Sie sich auf UpRight Bedienerhandbücher für die richtige Anwendung
und Wartung dieser Ausrüstung.
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dimensions in metresTL38 TL50
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TL38 TL50

Vigo Centre, Birtley Road,

Washington, Tyne & Wear, NE38 9DA, U.K. 

tel: +44 (0) 845 1550 057   +44 (0) 845 1557 756 
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